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Environmental Protection Agency § 63.301

§ 63.300 Applicability. 
(a) Unless otherwise specified in 

§§ 63.306, 63.307, and 63.311, the provi-
sions of this subpart apply to existing 
by-product coke oven batteries at a 
coke plant and to existing nonrecovery 
coke oven batteries at a coke plant on 
and after the following dates: 

(1) December 31, 1995, for existing by-
product coke oven batteries subject to 
emission limitations in § 63.302(a)(1) or 
existing nonrecovery coke oven bat-
teries subject to emission limitations 
in § 63.303(a); 

(2) January 1, 2003, for existing by-
product coke oven batteries subject to 
emission limitations in § 63.302(a)(2); 

(3) November 15, 1993, for existing by-
product and nonrecovery coke oven 
batteries subject to emission limita-
tions in § 63.304(b)(1) or 63.304(c); 

(4) January 1, 1998, for existing by-
product coke oven batteries subject to 
emission limitations in § 63.304(b)(2) or 
63.304(b)(7); and 

(5) January 1, 2010, for existing by-
product coke oven batteries subject to 
emission limitations in § 63.304(b)(3) or 
63.304(b)(7). 

(b) The provisions for new sources in 
§§ 63.302(b), 63.302(c), and 63.303(b) apply 
to each greenfield coke oven battery 
and to each new or reconstructed coke 
oven battery at an existing coke plant 
if the coke oven battery results in an 
increase in the design capacity of the 
coke plant as of November 15, 1990, (in-
cluding any capacity qualifying under 
§ 63.304(b)(6), and the capacity of any 
coke oven battery subject to a con-
struction permit on November 15, 1990, 
which commenced operation before Oc-
tober 27, 1993. 

(c) The provisions of this subpart 
apply to each brownfield coke oven 
battery, each padup rebuild, and each 
cold-idle coke oven battery that is re-
started. 

(d) The provisions of 
§§ 63.304(b)(2)(i)(A) and 63.304(b)(3)(i) 
apply to each foundry coke producer as 
follows: 

(1) A coke oven battery subject to 
§ 63.304(b)(2)(i)(A) or § 63.304(b)(3)(i) 
must be a coke oven battery that on 
January 1, 1992, was owned or operated 
by a foundry coke producer; and 

(2)(i) A coke oven battery owned or 
operated by an integrated steel pro-

ducer on January 1, 1992, and listed in 
paragraph (d)(2)(ii) of this section, that 
was sold to a foundry coke producer be-
fore November 15, 1993, shall be deemed 
for the purposes of paragraph (d)(1) of 
this section to be owned or operated by 
a foundry coke producer on January 1, 
1992. 

(ii) The coke oven batteries that may 
qualify under this provision are the fol-
lowing: 

(A) The coke oven batteries at the 
Bethlehem Steel Corporation’s Lacka-
wanna, New York facility; and 

(B) The coke oven batteries at the 
Rouge Steel Company’s Dearborn, 
Michigan facility. 

(e) The emission limitations set forth 
in this subpart shall apply at all times 
except during a period of startup, shut-
down, or malfunction. The startup pe-
riod shall be determined by the Admin-
istrator and shall not exceed 180 days. 

(f) After October 28, 1992, rules of gen-
eral applicability promulgated under 
section 112 of the Act, including the 
General Provisions, may apply to coke 
ovens provided that the topic covered 
by such a rule is not addressed in this 
subpart.

§ 63.301 Definitions. 
Terms used in this subpart are de-

fined in the Act or in this section as 
follows: 

Administrator means the Adminis-
trator of the United States Environ-
mental Protection Agency or his or her 
authorized representative (e.g., a State 
that has been delegated the authority 
to implement the provisions of this 
subpart or its designated agent). 

Brownfield coke oven battery means a 
new coke oven battery that replaces an 
existing coke oven battery or batteries 
with no increase in the design capacity 
of the coke plant as of November 15, 
1990 (including capacity qualifying 
under § 63.304(b)(6), and the capacity of 
any coke oven battery subject to a con-
struction permit on November 15, 1990, 
which commenced operation before Oc-
tober 27, 1993. 

Bypass/bleeder stack means a stack, 
duct, or offtake system that is opened 
to the atmosphere and used to relieve 
excess pressure by venting raw coke 
oven gas from the collecting main to 
the atmosphere from a by-product coke 
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